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f Important Safety Information

Environmental influences
Never point the lens of the device directly at intense heat sources such as the sun or laser equipment. The objective lens and eyepiece can

function as a burning glass and damage the interior components.

Risk of swallowing
Do not place this device in the hands of small children. Incor-rect handling can cause small parts to come loose whichmay be swallowed

Safety instructions for use
- Handle the device with care: rough handling may damage the battery.
- Do not expose the device to fire or high temperatures
Install the batteries correctly according to the instruction on the device. Reverse connection is prohibited
- The battery capacity decreases when operated in a cold ambient temperature. This is not a fault and occurs for technical reasons.
- Always store the device in a dry, well-ventilated space. For prolonged storage, remove the batteries
The recommended temperature for using this product is-20°C to +50°C. Otherwise, it will affect the service life of the product
-Do not store the device for long periods at temperatures below 20 ° C or above 50 ° C, or this will permanently reduce the capacity of the

battery.
. If the device has been damaged or the battery is defective,send the device to our after-sales service for repair

EU Compliance Statement

Wireless transmitter module frequency range:
WLAN: 2.412-2.472GHz (For EU) Ro H S c €
—

Wireless transmitter module power < 20dBm (only for EU)



We, Inlumen Technologies Co., Ltd. hereby declares that the radio equipment type Rovex is in compliance with the Directives
2014/53/EU and 2011/65/EU

Disposal of batteries

2023/1542 (Battery Regulation): This product contains a battery that cannot be disposed of as unsorted municipal waste in
the European Union. For battery details, refer to the documentation of the specific product. The battery is marked with this
symbol, which may include Cd (indicating cadmium), Pb (indicating lead), or Hg (indicating mercury). For proper recycling,
please return the battery to your supplier or send it to a designated collection point. For more information, visit

www.recyclethis.info.
E User information on the disposal of electrical and el ic devices (private h holds)
|

2012/19/EU (WEEE directive): Products marked with this symbol cannot be disposed of as unsorted municipal waste in the
European Union. For proper recycling, return this product to your local supplier upon the purchase of equivalent new
equipment, or dispose of it at designated collection points. For more information see: www.recyclethis.info.

For within the Europ Union
Please contact your dealer or supplier regarding the disposal of electrical and electronic devices. He will provide you with further information.

Information on disposal in other countries outside of the European Union
This symbol is only applicable in the European Union. Please contact your local authority or dealer if you wish to dispose of this product and
ask for a disposal option.

Intended use

The device is intended for displaying heat signatures during nature observation and for civil use. This device is not a toy for children.

Use the device only as described in this operating manual. The manufacturer and the dealer accept no liability for dam-ages which arise due to
non-intended or incorrect use.



Function test
Before use, please ensure that your device has no visible damage.Test to see if the device displays a clear, undisturbed image.Check that the
settings for the thermal imaging camera are correct.

Installing/Removing the battery
The Rovex series thermal imaging camera need to install one 21700 battery for use. Refer to the section Battery Installation for details.

a) Remove and immediately recycle or dispose of used batteries
according to local regulations and keep away from children. Do NOT
dispose of batteries in household trash or incinerate.

b) Even used batteries may cause severe injury or death. + INGESTION HAZARD: This product contains a
. f 1 i button cell or coin battery.

c) Call a local poison control center for treatment information. + DEATH or serious injury can occur if ingested.
d) Compatible battery type: MS621FE-FL11E « A swallowed button cell or coin battery can cause
) Nominal battery voltage: 3V Internal Chemical Burns in as little as 2 hours.

. « KEEP new and used batteries OUT OF REACH Of
f) Non-rechargeable batteries are not to be recharged. CHILDREN @
g) Do not force discharge, recharge, disassemble, heat above the « Seek immediate medical attention if a battery is

suspected to be swallowed or inserted inside any

manufacturer s specified temperature rating, or incinerate. Doing so part of the body.

may result in injury due to venting, leakage, or explosion resulting in

chemical burns.

h) This product contains non-replaceable batteries. The batteries are sealed inside the device and are not intended to be removed or replaced
by the user. Do not attempt to remove or replace the batteries, as this may damage the product and could cause battery leakage, overheating,
or explosion, resulting in personal injury or property damage.




FCC Statement
FCC ID:2BHFB-Rovex

1.This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:

(1) This device may not cause harmful interference,

(2) this device must accept any interference received, including interference that may cause undesired operation.

2.Any Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the
equipment

Note:This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules.
These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected

—Consult the dealer or an experienced radio/TV technician for help.

Frequency range of WLAN radio module: 2.412-2.472GHz

The device has been evaluated to meet general RF exposure requirement. The device can be use in portable exposure condition without
restriction.

ISED Compliance Statement
This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and Economic Development Canada’ s
licence-exempt RSS(s). Operation is subject to the following two conditions:



(1) This device may not cause interference.
(2) This device must accept any interference, including interference that may cause undesired operation of the device.
CAN ICES-3(B)/NMB-3(B)

L" émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR d' Innovation, Sciences et Développement
économique Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes :
1)L'appareil ne doit pas produire de brouillage;

2)L'appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est susceptible d'encompromettre le fonctionnement.

This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter. This equipment should be installed
and operated with a minimum distance of Omm between the radiator and your body.

Cet émetteur ne doit pas étre Co-placé ou ne fonctionnant en méme temps qu'aucune autre antenne ou émetteur. Cet équipement devrait étre
installé et actionné avec une distance minimum de Omm entre le radiateur et votre corps."

How to View FCC ID and IC Identifier (IC ID) Information on This Device

This device displays FCC compliance information and Canadian IC (ISED) compliance information via an electronic label. You can view the
FCC ID and IC ID on the device by following these simple steps (in no more than three steps):

1.After powering on the device, open Q Settings;

2.Scroll down and tap “About”;you can then view the FCC ID and IC ID directly.
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'y Battery Install and Charge

Battery Installation

I
E 5V/1.5A
d4 3

- A

Please use a standard 5V/1.5A adapter.
Fast charging is not supported. Excessive charging
power may cause malfunctions.
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'y Product Overview
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S/N

Item

Screen

Features

The screen displays thermal images and allows touch control of thermal
functions.

Power button

OFF state: Press and hold the button for 2s to turn on the machine.
ON state: Press the button to enter the standby state, and press the
button again to start running.

Press and hold the button for 2s to pop up the shutdown/anti-false
touch/standby pop-up box;

Press and hold the button for 5s to force a shutdown.

Photo/video button

Press the button to capture an image;
Press and hold the button to start video taking, and press the button
again to end video taking.

Battery holder cover

It secures the battery. Rotate the cover to open/close the battery holder.

Lens

Rotate the lens to focus the infrared image near/far.

@ ©® @

Modified slide rail

The standard slide rail makes it easy for users to install a DIY accessory
such as a flashlight or a rangefinder.

Q@

USB Type-C port and
charging indicator

The USB Type-C port is for charging the battery. The indicator is always
on when the battery is charging, and goes out when the battery is fully
charged. The empty-to-full charging time is about 6 hours. When an
exception occurs, the indicator will flash*.

®

Lens cap

When the machine is not in use, the lens should be covered with the lens
cap to protect the lens and detector.
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* The indicator will flash in red in the following situations, and troubleshooting should be carried out according to the actua
situation:

1. If the charging temperature is lower than 0°C, charge after the temperature rises to a value higher than 0°C.

2. If the charging temperature is higher than 45°C, charge after the temperature drops to a value lower than 45°C.

3. If the battery is not installed or is installed upside down, charge after it is installed correctly.

[y Main Menu |
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Icon Name Features

g Brightness Adjust the screen brightness.

o Capture Tap it to save the image captured.

‘ Video taking Tap it to start video taking, and tap it again to stop video taking.
m.\l Images View images and videos saved on the device.

Palette Adjust the image palette style

Scenarios Adjust the image scenario.

Ay, : ) !

'(.V‘ Shutter* Manually calibrate the shutter for non-uniformity correction.
0 Settings Access more setting options.

*It is used for the infrared device to calibrate its own thermal stability. The image will freeze and make a clicking sound during

shutter correction.
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J Specifications_

Model

Resolution, Pixels

Rovex

384x288,12 um

NETD <25mK
Frame rate 50Hz
Objective lens 15mm/ F0.8
Field of view(HxV) 17.5°x13.1°

Display LCD, 5" 1280x720
Battery Replaceable 21700 li-ion battery
Max. operation time, (t=22°C) 4h
Memory capacity 64GB
IP rating P66
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Operating temperature

-25°C~ +45°C (-13°F~113°F)

Storage temperature

-30°C ~ +60°C (-22°F~140°F)

Weight, (without battery)

<2909/ 0.64lb

Dimension

135x70x182 mm / 5.3x2.8x7.2 in
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